PRODUCT DATA SHEET

NOI insulated cable lugs

Technical data:

material type: electroplated tinned copper » manufactured in accordance with DIN 46237
insulation material: PA66 polyamide

operating temperature: -55°C to +125°C

packaging: 100 pcs.

Cross section

Catalog no [mm?]

NOI 1/5 1877811 1.6 18 5 10 08
NOI 2,5/3 1854311 15-25 M3 23 17 5 6 08
NOI 2,5/4 1857101 15-25 Ma 23 18 5 8 08
NOI 2,5/5 1857602 15-25 M5 23 20 5 10 08
NOI 2,5/6 1831903 15-25 M6 23 22 5 11 08
NOI 2,5/8 1818612 15-25 M8 23 23 5 14 08
NOI 2,5/10 1867515 15-25 M10 23 24 5 18 08

NOI6/5 1857204 4-6 M5 36 21 6 10 1

NOI 6/6 1846205 4-6 M6 36 22 6 11 1
NOI6/8 1827706 4L-6 M8 3,6 25 6 14 1
NOI6/10 1832712 4-6 M10 36 27 6 18 1
NOI 10/6 1879807 10 M6 4,5 25 8 1 1.1
NOI 10/8 1815208 10 M8 45 28 8 14 1.1
NOI 10/10 1835416 10 M10 4,5 29 8 18 1.1
NOI 16/6 1875509 16 M6 58 30 10 11 1.2
NOI 16/8 1834110 16 M8 58 32 10 14 12
NOI 16/10 1874817 16 M10 58 34 10 18 1.2
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